
 

IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] L052510766
[TESTLAB] LIGHT LABORATORY, INC. (www.lightlaboratory.com)
[ISSUEDATE] 6/10/2025
[MANUFAC] Vista Professional Outdoor Lighting
[LUMCAT] 1054-WG-RGBW-(G)
[LUMINAIRE] 1054 Wall Grazer Green Output
[BALLASTCAT] ELDOLED PW50U-M4Z0X1
[OTHER] INDICATING THE CANDELA VALUES ARE ABSOLUTE AND
[MORE] SHOULD NOT BE FACTORED FOR DIFFERENT LAMP RATINGS.
[MORE] Base file 80239581-42
[INPUT] 120VAC
[TEST PROCEDURE] IESNA:LM-79-19

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type 7 H x 4 V
Maximum Candela 2718
Maximum Candela Angle 0H  5V
Horizontal Beam Angle (50%) 102.7
Vertical Beam Angle (50%) 35.8
Horizontal Field Angle (10%) 148.8
Vertical Field Angle (10%) 59.4
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Beam Lumens 1428
Beam Efficiency N.A.
Field Lumens 2402
Field Efficiency N.A.
Spill Lumens 149
Luminaire Lumens 2550
Total Efficiency N.A.
Total Luminaire Watts 41.68
Ballast Factor 1.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

AXIAL CANDELA

DEG. HOR. DEG. VERT.

90 0 90 0
85 10 85 0
75 248 75 2
65 600 65 14
55 958 55 30
47.5 1214 47.5 48
42.5 1394 42.5 68
37.5 1546 37.5 96
33 1681 33 276
29 1800 29 971
25.5 1882 25.5 1267
22.5 1944 22.5 1520
19.5 2008 19.5 1786
17 2048 17 1978
15 2086 15 2106
13 2115 13 2210
11 2136 11 2295
9 2156 9 2410
7 2174 7 2563
5 2180 5 2718
3 2188 3 2521
1 2191 1 2304
0 2192 0 2192
-1 2191 -1 2101
-3 2188 -3 1924
-5 2180 -5 1764
-7 2174 -7 1620
-9 2156 -9 1496
-11 2136 -11 1378
-13 2115 -13 1270
-15 2086 -15 1200
-17 2048 -17 1150
-19.5 2008 -19.5 1104
-22.5 1944 -22.5 904
-25.5 1882 -25.5 324
-29 1800 -29 107
-33 1681 -33 87
-37.5 1546 -37.5 76
-42.5 1394 -42.5 60
-47.5 1214 -47.5 38
-55 958 -55 16
-65 600 -65 6
-75 248 -75 0
-85 10 -85 0
-90 0 -90 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

CANDELA TABULATION
Maximum Candela = 2718
Beam Edge = 1359 Cd (50% of Max.)
Field Edge = 271.8 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

 -90.0  -85.0  -75.0  -65.0  -55.0  -47.5  -42.5  -37.5  -33.0  -29.0
90.0 0 0 0 0 0 0 0 0 0 0
85.0 0 0 0 0 0 0 0 0 0 0
75.0 0 0 0 0 1 0 1 1 0 0
65.0 0 0 1 3 6 7 9 9 11 11
55.0 0 1 4 10 15 19 21 24 24 26
47.5 0 2 8 19 28 32 37 39 42 43
42.5 0 3 19 36 41 48 52 54 58 60
37.5 0 4 46 81 110 88 90 89 85 87
33.0 0 5 80 173 269 302 * 286 * 284 * 247 262
29.0 0 6 120 277 * 457 * 585 * 655 * 712 * 773 * 846 *
25.5 0 7 155 365 * 601 * 773 * 884 * 972 * 1036 * 1087 *
22.5 0 7 184 430 * 710 * 905 * 1031 * 1136 * 1212 * 1275 *
19.5 0 8 212 496 * 795 * 1021 * 1181 * 1303 * 1401 * 1480 *
17.0 0 8 223 552 * 864 * 1115 * 1282 * 1427 * 1538 * 1635 *
15.0 0 8 228 598 * 918 * 1187 * 1355 * 1510 * 1628 * 1748 *
13.0 0 9 233 643 * 1004 * 1254 * 1430 * 1583 * 1713 * 1831 *
11.0 0 9 237 689 * 1098 * 1315 * 1509 * 1675 * 1795 * 1916 *
9.0 0 9 241 682 * 1189 * 1416 * 1592 * 1792 * 1912 * 2013 *
7.0 0 10 244 668 * 1264 * 1510 * 1681 * 1882 * 2065 * 2164 *
5.0 0 10 247 651 * 1180 * 1548 * 1764 * 1918 * 2077 * 2242 *
3.0 0 10 248 634 * 1096 * 1419 * 1652 * 1849 * 2018 * 2133 *
1.0 0 10 248 611 * 1004 * 1283 * 1480 * 1648 * 1794 * 1916 *
0.0 0 10 248 600 * 958 * 1214 * 1394 * 1546 * 1681 * 1800 *
-1.0 0 10 242 580 * 924 * 1170 * 1341 * 1490 * 1615 * 1730 *
-3.0 0 9 229 541 * 856 * 1083 * 1234 * 1374 * 1480 * 1591 *
-5.0 0 9 216 498 * 784 * 990 * 1129 * 1272 * 1380 * 1474 *
-7.0 0 9 200 456 * 711 * 927 * 1061 * 1180 * 1284 * 1369 *
-9.0 0 8 185 413 * 676 * 873 * 992 * 1102 * 1189 * 1266 *
-11.0 0 8 169 374 * 644 * 819 * 936 * 1031 * 1106 * 1169 *
-13.0 0 7 153 354 * 611 * 781 * 883 * 971 * 1034 * 1095 *
-15.0 0 7 137 331 * 578 * 745 * 836 * 918 * 981 * 1032 *
-17.0 0 6 120 305 * 543 * 708 * 801 * 874 * 938 * 989 *
-19.5 0 6 99 267 491 * 632 * 759 * 827 * 883 * 935 *
-22.5 0 5 79 210 401 * 481 * 531 * 630 * 702 * 737 *
-25.5 0 5 60 145 236 264 243 275 * 308 * 320 *
-29.0 0 4 42 86 102 104 98 100 92 89
-33.0 0 3 25 42 49 59 65 70 73 77
-37.5 0 2 13 25 41 49 54 60 63 66
-42.5 0 2 6 18 31 39 42 47 49 52
-47.5 0 1 4 11 19 24 27 30 32 34
-55.0 0 0 1 4 9 10 11 13 14 16
-65.0 0 0 0 0 1 3 3 4 5 5
-75.0 0 0 0 0 0 0 0 0 0 0
-85.0 0 0 0 0 0 0 0 0 0 0
-90.0 0 0 0 0 0 0 0 0 0 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

 -25.5  -22.5  -19.5  -17.0  -15.0  -13.0  -11.0  -9.0  -7.0  -5.0
90.0 0 0 0 0 0 0 0 0 0 0
85.0 0 0 0 0 0 0 0 0 0 0
75.0 1 1 1 1 2 2 2 2 2 2
65.0 12 12 13 13 13 13 13 13 14 14
55.0 27 28 28 28 29 30 30 30 29 30
47.5 45 45 47 48 48 49 49 49 49 49
42.5 63 64 64 65 65 66 66 67 68 68
37.5 88 89 92 92 93 94 94 95 97 97
33.0 288 * 294 * 277 * 286 * 292 * 270 277 * 289 * 293 * 294 *
29.0 874 * 881 * 911 * 921 * 970 * 956 * 960 * 1002 * 1022 * 1007 *
25.5 1128 * 1165 * 1187 * 1208 * 1228 * 1242 * 1248 * 1263 * 1271 * 1275 *
22.5 1331 * 1372 * 1402 * 1426 * 1445 * 1474 * 1487 * 1499 * 1508 * 1518 *
19.5 1556 * 1603 * 1647 * 1681 * 1704 * 1728 * 1752 * 1759 * 1769 * 1786 *
17.0 1715 * 1780 * 1822 * 1857 * 1882 * 1909 * 1938 * 1946 * 1961 * 1975 *
15.0 1820 * 1884 * 1934 * 1979 * 1999 * 2031 * 2055 * 2070 * 2086 * 2094 *
13.0 1912 * 1975 * 2028 * 2070 * 2106 * 2128 * 2155 * 2175 * 2184 * 2195 *
11.0 1995 * 2055 * 2110 * 2150 * 2178 * 2217 * 2235 * 2256 * 2273 * 2283 *
9.0 2105 * 2152 * 2205 * 2244 * 2272 * 2304 * 2334 * 2341 * 2374 * 2376 *
7.0 2251 * 2327 * 2374 * 2419 * 2447 * 2484 * 2517 * 2532 * 2554 * 2568 *
5.0 2361 * 2410 * 2496 * 2541 * 2570 * 2605 * 2638 * 2663 * 2659 * 2680 *
3.0 2221 * 2298 * 2367 * 2415 * 2448 * 2478 * 2509 * 2524 * 2528 * 2531 *
1.0 2003 * 2069 * 2128 * 2177 * 2211 * 2235 * 2266 * 2293 * 2308 * 2316 *
0.0 1882 * 1944 * 2008 * 2048 * 2086 * 2115 * 2136 * 2156 * 2174 * 2180 *
-1.0 1815 * 1873 * 1930 * 1973 * 2008 * 2032 * 2060 * 2080 * 2092 * 2108 *
-3.0 1679 * 1731 * 1782 * 1819 * 1848 * 1875 * 1896 * 1906 * 1918 * 1929 *
-5.0 1546 * 1600 * 1650 * 1678 * 1702 * 1723 * 1742 * 1752 * 1757 * 1761 *
-7.0 1427 * 1475 * 1510 * 1543 * 1565 * 1579 * 1604 * 1612 * 1614 * 1625 *
-9.0 1312 * 1352 * 1387 * 1413 * 1427 * 1447 * 1460 * 1475 * 1489 * 1492 *
-11.0 1210 * 1245 * 1276 * 1300 * 1312 * 1331 * 1339 * 1355 * 1363 * 1360 *
-13.0 1133 * 1165 * 1189 * 1209 * 1223 * 1236 * 1248 * 1258 * 1263 * 1267 *
-15.0 1074 * 1101 * 1125 * 1143 * 1156 * 1168 * 1181 * 1188 * 1194 * 1198 *
-17.0 1026 * 1050 * 1076 * 1093 * 1105 * 1118 * 1126 * 1137 * 1142 * 1146 *
-19.5 979 * 1008 * 1028 * 1039 * 1057 * 1065 * 1080 * 1084 * 1088 * 1095 *
-22.5 755 * 775 * 805 * 834 * 834 * 838 * 883 * 854 * 855 * 873 *
-25.5 323 * 329 * 329 * 316 * 336 * 338 * 306 * 343 * 358 * 348 *
-29.0 92 98 102 98 100 103 100 98 104 106
-33.0 79 81 83 84 84 85 85 86 87 87
-37.5 68 70 71 73 74 74 74 75 75 75
-42.5 54 56 57 57 58 58 59 59 60 60
-47.5 35 36 37 37 37 37 37 38 38 38
-55.0 16 16 16 15 16 16 16 16 16 16
-65.0 5 5 5 5 5 5 6 6 6 6
-75.0 0 0 0 0 0 0 0 0 0 0
-85.0 0 0 0 0 0 0 0 0 0 0
-90.0 0 0 0 0 0 0 0 0 0 0

Vert. Horizontal Angles
Angles

 -3.0  -1.0  0.0  1.0  3.0  5.0  7.0  9.0  11.0  13.0
90.0 0 0 0 0 0 0 0 0 0 0
85.0 0 0 0 0 0 0 0 0 0 0
75.0 2 2 2 2 2 2 2 2 2 2
65.0 14 14 14 14 14 14 14 13 13 13
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

CANDELA TABULATION - (Cont.)

55.0 30 30 30 30 30 30 29 30 30 30
47.5 50 49 48 49 50 49 49 49 49 49
42.5 68 68 68 68 68 68 68 67 66 66
37.5 95 96 96 96 95 97 97 95 94 94
33.0 287 * 281 * 276 * 281 * 287 * 294 * 293 * 289 * 277 * 270
29.0 987 * 977 * 971 * 977 * 987 * 1007 * 1022 * 1002 * 960 * 956 *
25.5 1274 * 1270 * 1267 * 1270 * 1274 * 1275 * 1271 * 1263 * 1248 * 1242 *
22.5 1526 * 1526 * 1520 * 1526 * 1526 * 1518 * 1508 * 1499 * 1487 * 1474 *
19.5 1785 * 1788 * 1786 * 1788 * 1785 * 1786 * 1769 * 1759 * 1752 * 1728 *
17.0 1978 * 1981 * 1978 * 1981 * 1978 * 1975 * 1961 * 1946 * 1938 * 1909 *
15.0 2104 * 2114 * 2106 * 2114 * 2104 * 2094 * 2086 * 2070 * 2055 * 2031 *
13.0 2208 * 2217 * 2210 * 2217 * 2208 * 2195 * 2184 * 2175 * 2155 * 2128 *
11.0 2289 * 2296 * 2295 * 2296 * 2289 * 2283 * 2273 * 2256 * 2235 * 2217 *
9.0 2391 * 2412 * 2410 * 2412 * 2391 * 2376 * 2374 * 2341 * 2334 * 2304 *
7.0 2587 * 2568 * 2563 * 2568 * 2587 * 2568 * 2554 * 2532 * 2517 * 2484 *
5.0 2659 * 2702 * 2718 * 2702 * 2659 * 2680 * 2659 * 2663 * 2638 * 2605 *
3.0 2532 * 2515 * 2521 * 2515 * 2532 * 2531 * 2528 * 2524 * 2509 * 2478 *
1.0 2312 * 2303 * 2304 * 2303 * 2312 * 2316 * 2308 * 2293 * 2266 * 2235 *
0.0 2188 * 2191 * 2192 * 2191 * 2188 * 2180 * 2174 * 2156 * 2136 * 2115 *
-1.0 2105 * 2096 * 2101 * 2096 * 2105 * 2108 * 2092 * 2080 * 2060 * 2032 *
-3.0 1921 * 1916 * 1924 * 1916 * 1921 * 1929 * 1918 * 1906 * 1896 * 1875 *
-5.0 1765 * 1776 * 1764 * 1776 * 1765 * 1761 * 1757 * 1752 * 1742 * 1723 *
-7.0 1622 * 1625 * 1620 * 1625 * 1622 * 1625 * 1614 * 1612 * 1604 * 1579 *
-9.0 1493 * 1494 * 1496 * 1494 * 1493 * 1492 * 1489 * 1475 * 1460 * 1447 *
-11.0 1370 * 1373 * 1378 * 1373 * 1370 * 1360 * 1363 * 1355 * 1339 * 1331 *
-13.0 1272 * 1273 * 1270 * 1273 * 1272 * 1267 * 1263 * 1258 * 1248 * 1236 *
-15.0 1200 * 1203 * 1200 * 1203 * 1200 * 1198 * 1194 * 1188 * 1181 * 1168 *
-17.0 1150 * 1152 * 1150 * 1152 * 1150 * 1146 * 1142 * 1137 * 1126 * 1118 *
-19.5 1103 * 1104 * 1104 * 1104 * 1103 * 1095 * 1088 * 1084 * 1080 * 1065 *
-22.5 895 * 909 * 904 * 909 * 895 * 873 * 855 * 854 * 883 * 838 *
-25.5 333 * 327 * 324 * 327 * 333 * 348 * 358 * 343 * 306 * 338 *
-29.0 105 106 107 106 105 106 104 98 100 103
-33.0 87 87 87 87 87 87 87 86 85 85
-37.5 76 76 76 76 76 75 75 75 74 74
-42.5 60 60 60 60 60 60 60 59 59 58
-47.5 38 38 38 38 38 38 38 38 37 37
-55.0 16 16 16 16 16 16 16 16 16 16
-65.0 6 6 6 6 6 6 6 6 6 5
-75.0 0 0 0 0 0 0 0 0 0 0
-85.0 0 0 0 0 0 0 0 0 0 0
-90.0 0 0 0 0 0 0 0 0 0 0

Vert. Horizontal Angles
Angles

 15.0  17.0  19.5  22.5  25.5  29.0  33.0  37.5  42.5  47.5
90.0 0 0 0 0 0 0 0 0 0 0
85.0 0 0 0 0 0 0 0 0 0 0
75.0 2 1 1 1 1 0 0 1 1 0
65.0 13 13 13 12 12 11 11 9 9 7
55.0 29 28 28 28 27 26 24 24 21 19
47.5 48 48 47 45 45 43 42 39 37 32
42.5 65 65 64 64 63 60 58 54 52 48
37.5 93 92 92 89 88 87 85 89 90 88
33.0 292 * 286 * 277 * 294 * 288 * 262 247 284 * 286 * 302 *
29.0 970 * 921 * 911 * 881 * 874 * 846 * 773 * 712 * 655 * 585 *
25.5 1228 * 1208 * 1187 * 1165 * 1128 * 1087 * 1036 * 972 * 884 * 773 *

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 5



IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

CANDELA TABULATION - (Cont.)

22.5 1445 * 1426 * 1402 * 1372 * 1331 * 1275 * 1212 * 1136 * 1031 * 905 *
19.5 1704 * 1681 * 1647 * 1603 * 1556 * 1480 * 1401 * 1303 * 1181 * 1021 *
17.0 1882 * 1857 * 1822 * 1780 * 1715 * 1635 * 1538 * 1427 * 1282 * 1115 *
15.0 1999 * 1979 * 1934 * 1884 * 1820 * 1748 * 1628 * 1510 * 1355 * 1187 *
13.0 2106 * 2070 * 2028 * 1975 * 1912 * 1831 * 1713 * 1583 * 1430 * 1254 *
11.0 2178 * 2150 * 2110 * 2055 * 1995 * 1916 * 1795 * 1675 * 1509 * 1315 *
9.0 2272 * 2244 * 2205 * 2152 * 2105 * 2013 * 1912 * 1792 * 1592 * 1416 *
7.0 2447 * 2419 * 2374 * 2327 * 2251 * 2164 * 2065 * 1882 * 1681 * 1510 *
5.0 2570 * 2541 * 2496 * 2410 * 2361 * 2242 * 2077 * 1918 * 1764 * 1548 *
3.0 2448 * 2415 * 2367 * 2298 * 2221 * 2133 * 2018 * 1849 * 1652 * 1419 *
1.0 2211 * 2177 * 2128 * 2069 * 2003 * 1916 * 1794 * 1648 * 1480 * 1283 *
0.0 2086 * 2048 * 2008 * 1944 * 1882 * 1800 * 1681 * 1546 * 1394 * 1214 *
-1.0 2008 * 1973 * 1930 * 1873 * 1815 * 1730 * 1615 * 1490 * 1341 * 1170 *
-3.0 1848 * 1819 * 1782 * 1731 * 1679 * 1591 * 1480 * 1374 * 1234 * 1083 *
-5.0 1702 * 1678 * 1650 * 1600 * 1546 * 1474 * 1380 * 1272 * 1129 * 990 *
-7.0 1565 * 1543 * 1510 * 1475 * 1427 * 1369 * 1284 * 1180 * 1061 * 927 *
-9.0 1427 * 1413 * 1387 * 1352 * 1312 * 1266 * 1189 * 1102 * 992 * 873 *
-11.0 1312 * 1300 * 1276 * 1245 * 1210 * 1169 * 1106 * 1031 * 936 * 819 *
-13.0 1223 * 1209 * 1189 * 1165 * 1133 * 1095 * 1034 * 971 * 883 * 781 *
-15.0 1156 * 1143 * 1125 * 1101 * 1074 * 1032 * 981 * 918 * 836 * 745 *
-17.0 1105 * 1093 * 1076 * 1050 * 1026 * 989 * 938 * 874 * 801 * 708 *
-19.5 1057 * 1039 * 1028 * 1008 * 979 * 935 * 883 * 827 * 759 * 632 *
-22.5 834 * 834 * 805 * 775 * 755 * 737 * 702 * 630 * 531 * 481 *
-25.5 336 * 316 * 329 * 329 * 323 * 320 * 308 * 275 * 243 264
-29.0 100 98 102 98 92 89 92 100 98 104
-33.0 84 84 83 81 79 77 73 70 65 59
-37.5 74 73 71 70 68 66 63 60 54 49
-42.5 58 57 57 56 54 52 49 47 42 39
-47.5 37 37 37 36 35 34 32 30 27 24
-55.0 16 15 16 16 16 16 14 13 11 10
-65.0 5 5 5 5 5 5 5 4 3 3
-75.0 0 0 0 0 0 0 0 0 0 0
-85.0 0 0 0 0 0 0 0 0 0 0
-90.0 0 0 0 0 0 0 0 0 0 0

Vert. Horizontal Angles
Angles

 55.0  65.0  75.0  85.0  90.0
90.0 0 0 0 0 0
85.0 0 0 0 0 0
75.0 1 0 0 0 0
65.0 6 3 1 0 0
55.0 15 10 4 1 0
47.5 28 19 8 2 0
42.5 41 36 19 3 0
37.5 110 81 46 4 0
33.0 269 173 80 5 0
29.0 457 * 277 * 120 6 0
25.5 601 * 365 * 155 7 0
22.5 710 * 430 * 184 7 0
19.5 795 * 496 * 212 8 0
17.0 864 * 552 * 223 8 0
15.0 918 * 598 * 228 8 0
13.0 1004 * 643 * 233 9 0
11.0 1098 * 689 * 237 9 0
9.0 1189 * 682 * 241 9 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

CANDELA TABULATION - (Cont.)

7.0 1264 * 668 * 244 10 0
5.0 1180 * 651 * 247 10 0
3.0 1096 * 634 * 248 10 0
1.0 1004 * 611 * 248 10 0
0.0 958 * 600 * 248 10 0
-1.0 924 * 580 * 242 10 0
-3.0 856 * 541 * 229 9 0
-5.0 784 * 498 * 216 9 0
-7.0 711 * 456 * 200 9 0
-9.0 676 * 413 * 185 8 0
-11.0 644 * 374 * 169 8 0
-13.0 611 * 354 * 153 7 0
-15.0 578 * 331 * 137 7 0
-17.0 543 * 305 * 120 6 0
-19.5 491 * 267 99 6 0
-22.5 401 * 210 79 5 0
-25.5 236 145 60 5 0
-29.0 102 86 42 4 0
-33.0 49 42 25 3 0
-37.5 41 25 13 2 0
-42.5 31 18 6 2 0
-47.5 19 11 4 1 0
-55.0 9 4 1 0 0
-65.0 1 0 0 0 0
-75.0 0 0 0 0 0
-85.0 0 0 0 0 0
-90.0 0 0 0 0 0
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

AXIAL CANDELA DISPLAY
 

680

1359

2039

2718

H

V

Maximum Candela = 2718   Located At Horizontal Angle = 0, Vertical Angle = 5
H - Horizontal Axial Candela
V - Vertical Axial Candela
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510766.IES

ISOCANDELA CURVES
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Horizontal Angles

-90

-60
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Vertical

Angles

271.8

1359

Maximum Candela = 2718   Located At Horizontal Angle = 0, Vertical Angle = 5
50% Maximum Candela = 1359
10% Maximum Candela = 271.8
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