NLIGHT
LABORATORY

INC.
8165 E. Kaiser Blvd. Anaheim, CA 92808

www.lightlaboratory.com

Photometric Test Report

IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] LO52510787

[TESTLAB] LIGHT LABORATORY, INC. (www.lightlaboratory.com)
[[SSUEDATE] 6/4/2025

[MANUFAC] Vista Professional Outdoor Lighting

[LUMCAT] 1142-WW-RGBW-(B)

[LUMINAIRE] 1142 Wall Wash Blue Output

[BALLASTCAT] ELDOLED PW50U-M4Z0X1

[OTHER] INDICATING THE CANDELA VALUES ARE ABSOLUTE AND
[MORE] SHOULD NOT BE FACTORED FOR DIFFERENT LAMP RATINGS.
[MORE] Base file 80239581-39

[INPUT] 120VAC

[TEST PROCEDURE] IESNA:LM-79-19

Note: Candela values converted from Type-C to Type-B

CHARACTERISTICS

NEMA Type THx7V
Maximum Candela 162.67
Maximum Candela Angle -3H 25.5V
Horizontal Beam Angle (50%) 83.4
Vertical Beam Angle (50%) 53.7
Horizontal Field Angle (10%) 135.6
Vertical Field Angle (10%) 139.8

Lumens Per Lamp
Total Lamp Lumens

N.A. (absolute)
N.A. (absolute)

Beam Lumens 120
Beam Efficiency N.A.
Field Lumens 270
Field Efficiency N.A.
Spill Lumens 1"
Luminaire Lumens 281
Total Efficiency N.A.
Total Luminaire Watts 21.23
Ballast Factor 1.00

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME

AXIAL CANDELA

DEG. HOR. DEG.
90 0 90
85 .65 85
75 9.33 75
65 22.7 65
55 35.72 55
475 45.13 47.5
425 51.14 42.5
375 57.24 37.5
33 62.85 33
29 67.7 29
255 71.83 255
225 7522 225
19.5 78.29 19.5
17 80.66 17
15 82.4 15
13 83.92 13

11 85.19 11

9 86.24 9

7 87.1 7

5 87.81 5

3 88.2 3

1 87.8 1

0 87.47 0

-1 87.8 -1

-3 88.2 -3

-5 87.81 -5

-7 87.1 -7

-9 86.24 -9
-1 85.19 -1
-13 83.92 -13
-15 82.4 -15
-17 80.66 -17
-19.5 78.29 -19.5
-22.5 7522 -22.5
-26.5 71.83 -25.5
-29 67.7 -29
-33 62.85 -33
-37.5 57.24 -37.5
-42.5 51.14 -42.5
-47.5 4513 -47.5
-565 35.72 -55
-65 22.7 -65
-75 9.33 -75
-85 .65 -85
-90 0 -90

: L052510787.IES

VERT.

1.13
14.64
42.69
72.61
94.19
110.78
129.7
147.53
158.53
162.12
160.4
153.91
146.33
139.71
132.73
125.59
118.28
110.73
102.8
95.4
89.9
87.47
83.5
76.16
70.65
66.67
63.96
61.96
60.33
59.02
58.07
57.14
56.7
57.04
57.8
58.69
57.53
52.76
46.22
34.51
16.21

.23

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

CANDELA TABULATION

Maximum Candela = 162.67

Beam Edge = 81.335 Cd (50% of Max.)
Field Edge = 16.267 Cd (10% of Max.)
* Indicates Values Inside Field Edge

Vert. Horizontal Angles
Angles

-90.0 -85.0 -75.0 -65.0 -55.0 -47.5 -42.5 -37.5 -33.0 -29.0
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.00 0.02 0.03 0.25 0.46 0.83 0.95 1.07 1.09 1.12
75.0 0.00 0.06 0.39 2.32 5.75 8.08 9.85 11.30 12.40 13.31
65.0 0.00 0.09 1.39 6.14 15.43 22.05* 2595* 2945* 3253* 34.89*
55.0 0.00 0.18 2.83 10.94 2750* 39.74* 46.27* 51.82* 56.14* 59.49*
47.5 0.00 0.28 3.94 14.14 34.75* 5289* 6263* 70.63* 7599* 80.23*
42.5 0.00 0.35 4.75 15.88 38.29* 59.64* 7257* 8290* 90.02* 9525*
37.5 0.00 0.41 5.53 1717* 40.15* 64.25* 7952* 9293* 102.73* 109.75*
33.0 0.00 0.45 6.20 18.20* 4055* 64.71* 8219* 98.38* 110.95* 119.90*
29.0 0.00 0.49 6.82 19.10* 40.35* 63.72* 81.33* 98.29* 11246* 123.94*
25.5 0.00 0.52 7.31 19.75* 39.76* 61.72* 7861* 9576* 110.29* 122.27*
22,5 0.00 0.55 7.67 19.94* 38.76* 5949* 7548* 91.80* 106.24* 118.29*
19.5 0.00 0.57 8.00 20.48* 38.39* 5715* 71.68* 87.21* 10091* 11241*
17.0 0.00 0.59 8.26 20.87* 37.79* 5472* 68.70* 83.10* 9589* 106.85*
15.0 0.00 0.60 8.46 21.12* 3713* 5341* 66.01* 79.73* 9187* 102.19*
13.0 0.00 0.61 8.64 21.32* 36.88* 51.88* 63.53* 76.13* 87.72* 97.54*
11.0 0.00 0.64 8.80 2147* 36.66* 50.25* 61.12* 7260* 83.36* 92.73*
9.0 0.00 0.64 8.94 21.78* 36.32* 4917* 58.63* 69.22* 79.05* 87.72*
7.0 0.00 0.64 9.06 22.06* 3594* 4799* 56.80* 66.01* 74.78* 82.83*
5.0 0.00 0.65 9.23 2230* 3597* 46.87* 5478* 63.24* 71.08* 78.06°*
3.0 0.00 0.65 9.27 2255* 36.00* 46.35* 5343* 60.65* 6747* 73.64*
1.0 0.00 0.65 9.31 2265* 3581* 4554* 5190* 5843* 6443* 69.70*
0.0 0.00 0.65 9.33 22.70* 35.72* 4513* 5114* 57.24* 6285* 67.70*
-1.0 0.00 0.65 9.37 2280* 3583* 4505* 50.83* 56.55* 61.70* 66.14*
-3.0 0.00 0.65 9.46 23.00* 36.04* 4488* 50.22* 55.07* 59.33* 63.03*°
-5.0 0.00 0.66 9.54 23.06* 36.07* 4450* 4947* 5399* 5766* 60.58*
-7.0 0.00 0.66 9.49 23.13* 36.11* 4438* 49.15* 53.19* 56.27* 58.88*
-9.0 0.00 0.66 9.49 23.15* 36.19* 4429* 48.80* 52.63* 5548* 57.64*
-11.0 0.00 0.67 9.46 23.11* 36.24* 4416* 4861* 5220* 5479* 56.67"*
-13.0 0.00 0.64 9.40 23.10* 36.23* 4414* 4842* 5185* 5423* 5594*
-15.0 0.00 0.63 9.32 23.02* 36.18* 44.09* 4827* 5152* 53.79* 5537*
-17.0 0.00 0.62 9.22 22.88* 36.14* 44.02* 48.15* 51.27* 53.44* 5494*
-19.5 0.00 0.61 9.05 2264* 36.02* 4396* 4798* 51.10* 53.16* 54.53*
-22.5 0.00 0.59 8.80 2224* 3573* 43.79* 47.89* 51.00* 53.01* 5431°*
-25.5 0.00 0.57 8.50 21.89* 3525* 43.53* 4771* 51.02* 53.21* 5448*
-29.0 0.00 0.54 8.07 21.08* 3449* 4290* 4743* 51.00* 5353* 5511*
-33.0 0.00 0.50 7.50 20.05* 33.18* 41.69* 4645* 5046* 53.36* 55.46°*
-37.5 0.00 0.45 6.81 18.55* 31.19* 39.65* 4423* 4824* 5126* 5346*
-42.5 0.00 0.39 5.91 16.56* 28.33* 36.02* 40.32* 43.92* 46.66* 4857*
-47.5 0.00 0.32 4.87 14.31 2475* 31.58* 35.22* 3844* 4046* 4194~
-55.0 0.00 0.20 3.47 10.60 18.69* 23.81* 2656* 28.76* 3025* 31.28°*
-65.0 0.00 0.10 1.77 5.72 10.41 13.39 14.87 16.02 16.80* 17.29*
-75.0 0.00 0.06 0.65 2.08 3.86 4.95 5.56 5.91 5.95 5.87
-85.0 0.00 0.02 0.12 0.08 0.26 0.45 0.50 0.50 0.47 0.43
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles

-25.5 -22.5 -19.5 -17.0 -15.0 -13.0 -11.0 9.0 -7.0 =5.0
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 1.14 1.06 0.97 0.97 0.96 0.92 0.91 0.88 0.88 0.88
75.0 13.79 14.05 14.15 14.17 14.14 14.12 14.09 14.01 13.87 13.80
65.0 36.85* 37.97* 3899* 39.65* 40.05* 4042* 4080* 41.09* 4124* 41.28*
55.0 62.29* 64.32* 66.01* 6722* 68.18* 69.05* 69.75* 70.32* 70.76* 71.08*
47.5 83.32* 8556* 87.36* 88.73* 89.65* 9056* 91.24* 91.94* 9244* 9276~
42.5 98.92* 10149* 103.58* 104.91* 105.93* 106.91* 107.88* 108.53* 108.87* 109.24 *
37.5 114.80 * 118.35* 121.04* 12298 * 124.31* 125.38* 126.39* 127.16* 127.73* 128.16*
33.0 126.57 * 131.35* 135.37* 138.08* 139.98* 141.76* 143.17* 14420* 144.98* 14559*
29.0 132.05* 138.20* 143.33* 146.97* 149.85* 152.16* 154.16* 155.76 * 156.74* 157.66 *
25.5 131.50 * 138.52* 144.71* 149.35* 152.46* 155.30* 158.03* 159.63* 160.71* 161.89*
225 127.73* 134.95* 14149* 146.40* 149.94* 152.94* 155.80* 157.51* 158.98* 160.25*
19.5 121.80* 128.85* 135.29* 140.06 * 143.66* 146.72* 149.55* 151.59* 153.18* 154.44*
17.0 115.80 * 122.55* 128.74* 133.26* 136.76* 139.77* 14242* 14450* 146.09* 14717~
15.0 110.76 * 117.25* 123.03* 127.41* 130.59* 133.62* 136.06 * 138.16 * 139.72* 140.69 *
13.0 105.51* 111.80* 117.29* 121.40* 124.33* 127.04* 129.52* 13140* 132.85* 133.84*
11.0 10040 * 106.20* 111.47* 11538 * 118.17* 120.54* 122.72* 124.71* 125.95* 126.83 *
9.0 9490* 10047* 105.35* 108.98* 111.79* 114.03* 11592* 117.51* 118.94* 119.85*
7.0 89.17* 9433* 99.05* 102.44* 104.90* 107.23* 109.02* 110.33* 111.40* 11238 *
5.0 83.82* 8849* 9271* 9584* 98.12* 100.15* 101.82* 103.06* 104.01* 104.44*
3.0 78.87* 83.01* 86.70* 89.52* 9158* 93.33* 9476* 96.02* 96.81* 97.33*
1.0 7417* 77.82* 81.06* 83.57* 8549* 8705* 88.38* 8952* 9045* 91.05*
0.0 71.83* 7522* 7829* 8066* 8240* 8392* 8519* 86.24* 8710* 8781~
-1.0 69.92* 73.06* 7588* 78.08* 79.73* 8114* 8233* 83.31* 84.10* 8474~
-3.0 66.22* 68.77* 71.09* 7283* 7420* 7537* 76.35* 7715* 77.63* T77.79*
-5.0 63.02* 65.13* 66.96* 6836* 69.33* 7016* 70.77* 71.34* 71.72* 7186~
-7.0 60.89* 6242* 63.79* 64.77* 6538* 66.01* 66.56* 67.02* 67.16* 67.70*
-9.0 59.32* 6049* 6158* 6230* 6277* 6332 63.68* 63.99* 64.39* 6461~
-11.0 58.12* 59.16* 5998* 6055* 61.01* 6138* 61.67* 62.04* 6230* 6227~
-13.0 57.18* 58.10* 58.80* 59.28* 59.62* 5990* 60.25* 6044* 60.62* 60.66"
-15.0 56.49* 57.24* 5785* 5821* 5850* 5881* 59.04* 59.19* 59.24* 59.30*
-17.0 55.93* 56.55* 57.04* 5743* 57.70* 5795* 58.04* 5821* 5821* 5822*
-19.5 55.39* 5591* 56.41* 56.75* 56.96* 57.07* 5720* 57.25* 5727* 57.28*
-22.5 55.06 * 55.65* 56.09* 56.31* 56.41* 56.60* 56.56* 56.65* 56.71* 56.76*
-25.5 55.26* 55.87* 56.26* 5643* 56.62* 56.71* 56.63* 56.73* 56.82* 56.84*
-29.0 56.10* 56.79* 5712* 5740* 5754* 5756* 57.57* 5756* 5757* 5759~
-33.0 56.77* 57.58* 58.19* 5852* 5851* 5863* 5869* 5861* 5852* 5847~
-37.5 5496* 5596* 56.67* 57.03* 57.30* 5728* 57.34* 5741* 5754* 5762*
-42.5 49.78* 50.64* 5127* 51.71* 5205* 5233* 5257* 5279* 5298* 53.11*
-47.5 43.05* 43.79* 44.44* 4499* 4533* 4569* 4597* 46.22* 4640* 46.57*
-55.0 3211 * 32.75* 33.34* 33.82* 34.15* 3442* 3466* 34.84* 3500* 3513*
-65.0 1759* 1754* 1753* 1750* 1746* 17.39* 1733* 1722* 17.22* 1717*
-75.0 5.77 5.67 5.57 5.54 5.49 5.48 5.47 5.45 5.41 5.40
-85.0 0.38 0.37 0.36 0.37 0.38 0.39 0.40 0.40 0.39 0.38
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

3.0 -1.0 0.0 1.0 3.0 5.0 7.0 9.0 11.0 13.0
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
85.0 0.98 1.08 1.13 1.08 0.98 0.88 0.88 0.88 0.91 0.92
75.0 14.11 14.46 14.64 14.46 14.11 13.80 13.87 14.01 14.09 14.12
65.0 41.92* 4243 * 42.69* 4243* 4192* 41.28* 41.24* 41.09* 4080* 4042~
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

CANDELA TABULATION - (Cont.)

55.0 71.78* 7233* 7261* 7233* 71.78* 71.08* 70.76* 70.32* 69.75* 69.05*
47.5 93.37* 93.92* 9419* 93.92* 93.37* 9276* 9244* 91.94* 91.24* 90.56°*
42.5 109.86 * 110.47 * 110.78* 110.47* 109.86 * 109.24* 108.87* 108.53* 107.88* 106.91*
37.5 128.40* 129.40* 129.70* 129.40* 12840* 128.16* 127.73* 127.16* 126.39* 125.38*
33.0 146.14 * 14713 * 147.53* 14713 * 146.14* 14559* 14498* 144.20* 143.17* 141.76*
29.0 158.06 * 158.41* 158.53* 158.41* 158.06 * 157.66* 156.74* 155.76* 154.16 * 152.16 *
25.5 162.67 * 162.51* 162.12* 162.51* 162.67* 161.89* 160.71* 159.63* 158.03 * 155.30 *
22,5 161.32* 161.20* 160.40* 161.20* 161.32* 160.25* 158.98* 157.51* 155.80* 152.94*
19.5 155.29* 155.15* 153.91* 155.15* 155.29* 154.44* 153.18* 151.59* 14955* 146.72*
17.0 148.12* 147.83* 146.33* 147.83* 148.12* 14717* 146.09* 14450* 14242* 139.77*
15.0 14142 141.35* 139.71* 141.35* 14142* 140.69* 139.72* 138.16* 136.06 * 133.62*
13.0 13444 * 134.80* 132.73* 134.80* 134.44* 133.84* 132.85* 131.40* 129.52* 127.04*
11.0 127.37* 127.95* 125.59* 127.95* 127.37* 126.83* 125.95* 124.71* 122.72* 120.54*
9.0 120.13* 120.59* 118.28* 120.59* 120.13* 119.85* 118.94* 117.51* 11592* 114.03 *
7.0 112.80* 113.01* 110.73* 113.01* 112.80* 112.38* 111.40* 110.33* 109.02* 107.23*
5.0 105.19* 104.73* 102.80* 104.73* 105.19* 104.44* 104.01* 103.06* 101.82* 100.15*
3.0 97.33* 97.48* 9540* 9748* 97.33* 97.33* 96.81* 96.02* 94.76* 93.33*
1.0 91.27* 90.59* 89.90* 90.59* 9127* 91.05* 9045* 8952* 88.38* 87.05*
0.0 88.20* 8780* 8747* 87.80* 8820* 8781* 87.10* 86.24* 8519* 83.92*
-1.0 8480* 84.13* 8350* 84.13* 8480* 84.74* 84.10* 83.31* 8233* 81.14*
-3.0 7773 7780* 76.16* 77.80* 77.73* 77.79* 7763* 77.15* 76.35* 7537*
-5.0 7234 7239* 7065* 7239* 7234* 7186* 71.72* 7134* 70.77* 70.16*
-7.0 67.76* 67.85* 66.67* 67.85* 67.76* 67.70* 67.16* 67.02* 66.56* 66.01*
-9.0 64.69* 64.77* 63.96* 64.77* 6469* 6461* 6439* 63.99* 63.68* 63.32°*
-11.0 62.47* 6257* 6196* 6257* 6247* 6227* 6230* 62.04* 6167* 61.38*
-13.0 60.72* 60.80* 60.33* 60.80* 60.72* 6066* 60.62* 6044* 6025* 59.90°*
-15.0 59.33* 59.37* 59.02* 59.37* 5933* 59.30* 59.24* 59.19* 59.04* 5881*
-17.0 58.31* 58.29* 58.07* 5829* 5831* 5822* 5821* 5821* 58.04* 57.95*
-19.5 57.38* 57.29* 5714* 57.29* 5738* 57.28* 57.27* 5725* 5720* 57.07*
-22.5 56.80* 56.77* 56.70* 56.77* 56.80* 56.76* 56.71* 56.65* 56.56* 56.60*
-25.5 56.91* &7.00* 57.04* 57.00* 56.91* 56.84* 56.82* 56.73* 56.63* 56.71*
-29.0 57.62* 57.73* 5780* 57.73* 5762* 5759* 5757* 5756* 5757* 57.56°*
-33.0 58.51* 58.62* 58.69* 5862* 5851* 5847* 5852* 5861* 5869* 5863*
-37.5 57.65* 5760* 57.53* 57.60* 5765* 5762* 5754* 5741* 5734* 57.28*
-42.5 53.23* 5292* 5276* 5292* 5323* 5311* 5298* 5279* 5257* 5233*
-47.5 46.68* 46.37* 46.22* 46.37* 46.68* 46.57* 46.40* 46.22* 4597* 4569~
-55.0 35.11* 3471* 3451* 3471* 3511* 3513* 35.00* 34.84* 3466* 3442*
-65.0 16.92* 16.45* 16.21 16.45* 16.92* 1747* 1722* 1722* 1733* 17.39*
-75.0 5.24 5.08 5.00 5.08 5.24 5.40 5.41 5.45 5.47 5.48
-85.0 0.32 0.26 0.23 0.26 0.32 0.38 0.39 0.40 0.40 0.39
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Vert. Horizontal Angles
Angles

15.0 17.0 19.5 225 25.5 29.0 33.0 37.5 42.5 47.5
90.0 0.00 0.00 0.00 0.00 .00 0.00 0.00 0.00 0.00 0.00
85.0 0.96 0.97 0.97 1.06 1.14 1.12 1.09 1.07 0.95 0.83
75.0 14.14 1417 14.15 14.05 13.79 13.31 12.40 11.30 9.85 8.08
65.0 40.05* 39.65* 38.99* 3797* 36.85* 34.89* 3253* 2945* 2595* 22.05*
55.0 68.18* 67.22* 66.01* 64.32* 6229* 5949* 56.14* 51.82* 46.27* 39.74*
47.5 89.65* 88.73* 8736* 8556* 8332* 80.23* 7599* 70.63* 6263* 52.89*
42.5 105.93* 104.91* 103.58* 101.49* 98.92* 9525* 90.02* 8290* 7257* 59.64*
37.5 124.31* 12298 * 121.04* 118.35* 114.80* 109.75* 102.73* 92.93* 7952* 64.25*
33.0 139.98 * 138.08 * 135.37* 131.35* 126.57* 119.90* 110.95* 98.38* 82.19* ©64.71*
29.0 149.85* 146.97 * 143.33* 138.20* 132.05* 123.94* 11246* 98.29* 81.33* 63.72*
25.5 15246 * 149.35* 144.71* 138.52* 131.50* 122.27* 110.29* 9576* 78.61* ©61.72*
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

CANDELA TABULATION - (Cont.)

22,5 149.94* 146.40* 141.49* 13495* 127.73* 118.29* 106.24* 91.80* 7548* 5949*
19.5 143.66 * 140.06 * 135.29* 128.85* 121.80* 112.41* 10091 * 87.21* 71.68* 57.15*
17.0 136.76 * 133.26 * 128.74* 12255* 11580* 106.85* 9589* 83.10* 68.70* 54.72*
15.0 130.59 * 127.41* 123.03* 117.25* 110.76 * 102.19* 91.87* 79.73* 66.01* 53.41*
13.0 124.33* 121.40* 117.29* 111.80* 105.51* 97.54* 87.72* 76.13* 63.53* 51.88*
11.0 118.17* 115.38* 111.47* 106.20* 100.40* 92.73* 83.36* 72.60* 61.12* 5025*

9.0 11.79* 108.98* 105.35* 10047* 9490* 87.72* 79.05* 69.22* 58.63* 4917*
7.0 104.90 * 102.44* 99.05* 9433* 89.17* 8283* 74.78* 66.01* 56.80* 47.99*
5.0 98.12* 9584* 9271* 8849* 8382* 7806* 71.08* 63.24* 5478* 46.87"*
3.0 91.58* 89.52* 86.70* 83.01* 7887* 7364* 6747* 60.65* 5343* 46.35*
1.0 85.49* 83.57* 81.06* 77.82* 7417* 69.70* 64.43* 5843* 51.90* 4554*
0.0 82.40* 8066* 78.29* 7522* 7183* 67.70* 6285* 57.24* 5114* 4513*
-1.0 79.73* 78.08* 75.88* 73.06* 69.92* 66.14* 61.70* 56.55* 50.83* 45.05*
-3.0 7420* 7283* 71.09* 68.77* 66.22* 63.03* 59.33* 55.07* 5022* 4488*
-5.0 69.33* 68.36* 66.96* 6513* 63.02* 60.58* 57.66* 53.99* 49.47* 4450*
-7.0 65.38* 64.77* 63.79* 6242* 6089* 5888* 56.27* 53.19* 49.15* 4438*
-9.0 62.77* 6230* 61.58* 6049* 5932* 5764* 5548* 52.63* 4880* 4429*

-11.0 61.01* 60.55* 5998* 59.16* 58.12* 56.67* 5479* 5220* 4861* 44.16*
-13.0 59.62* 59.28* 58.80* 58.10* 57.18* 5594* 5423* 51.85* 4842* 4414*
-15.0 58.50* 58.21* 57.85* 57.24* 56.49* 5537* 53.79* 51.52* 4827* 4409*
-17.0 57.70* 57.43* 57.04* 56.55* 5593* 5494* 53.44* 51.27* 4815* 4402*
-19.5 56.96* 56.75* 56.41* 5591* 5539* 5453* 53.16* 51.10* 47.98* 43.96*
-22.5 56.41* 56.31* 56.09* 5565* 55.06* 54.31* 53.01* 51.00* 47.89* 43.79*
-25.5 56.62* 56.43* 56.26* 55.87* 5526* 5448* 53.21* 51.02* 47.71* 4353*
-29.0 57.54* &57.40* 5712* 56.79* 56.10* 5511* 53.53* 51.00* 4743* 4290*
-33.0 58.51* 58.562* 58.19* 57.58* 56.77* 5546* 53.36* 5046* 4645* 4169°*
-37.5 57.30* 57.03* 56.67* 5596* 5496* 53.46* 51.26* 4824* 4423* 3965°*
-42.5 52.05* 51.71* 51.27* 50.64* 49.78* 4857* 46.66* 43.92* 4032* 36.02*
-47.5 4533* 4499* 4444* 4379* 43.05* 4194* 4046* 38.44* 3522* 3158°*
-55.0 3415* 33.82* 33.34* 3275* 3211* 3128* 30.25* 28.76* 26.56* 23.81*
-65.0 1746* 1750* 17.53* 17.54* 1759* 1729* 16.80* 16.02 14.87 13.39
-75.0 5.49 5.54 5.57 5.67 5.77 5.87 5.95 5.91 5.56 4.95
-85.0 0.38 0.37 0.36 0.37 0.38 0.43 0.47 0.50 0.50 0.45
-90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

55.0 65.0 75.0 85.0 90.0
90.0 0.00 0.00 0.00 0.00 0.00
85.0 0.46 0.25 0.03 0.02 0.00
75.0 5.75 2.32 0.39 0.06 0.00
65.0 15.43 6.14 1.39 0.09 0.00
55.0 27.50* 10.94 2.83 0.18 0.00
47.5 34.75* 14.14 3.94 0.28 0.00
42.5 38.29* 15.88 4.75 0.35 0.00
37.5 40.15* 1717* 5.53 0.41 0.00
33.0 40.55* 18.20* 6.20 0.45 0.00
29.0 40.35* 19.10* 6.82 0.49 0.00
25.5 39.76 * 19.75* 7.31 0.52 0.00
22.5 38.76 * 19.94* 7.67 0.55 0.00
19.5 38.39* 2048* 8.00 0.57 0.00
17.0 37.79* 20.87* 8.26 0.59 0.00
15.0 37.13* 21.12* 8.46 0.60 0.00
13.0 36.88* 21.32* 8.64 0.61 0.00
11.0 36.66* 2147* 8.80 0.64 0.00
9.0 36.32* 21.78* 8.94 0.64 0.00

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc. Page 6
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT

PHOTOMETRIC FILENAME : L052510787.IES

CANDELA TABULATION - (Cont.)

7.0
5.0
3.0
1.0
0.0
-1.0
-3.0
-5.0
-7.0
-9.0
-11.0
-13.0
-15.0
-17.0
-19.5
-22.5
-25.5
-29.0
-33.0
-37.5
-42.5
-47.5
-55.0
-65.0
-75.0
-85.0
-90.0

35.94 *
3597 *
36.00 *
35.81*
35.72*
35.83 *
36.04 *
36.07 *
36.11*
36.19 *
36.24 *
36.23 *
36.18 *
36.14 *
36.02 *
35.73*
35.25*
34.49*
33.18*
31.19*
28.33 "
2475*
18.69 *
10.41
3.86
0.26
0.00

22.06 *
2230*
2255*
22.65*
22.70*
22.80*
23.00 *
23.06 *
23.13*
23.15*
2311+
23.10*
23.02*
22.88*
22.64*
22.24*
21.89*
21.08*
20.05*
18.55 *
16.56 *
14.31
10.60
5.72
2.08
0.08
0.00

9.06
9.23
9.27
9.31
9.33
9.37
9.46
9.54
9.49
9.49
9.46
9.40
9.32
9.22
9.05
8.80
8.50
8.07
7.50
6.81
5.91
4.87
3.47
1.77
0.65
0.12
0.00

0.64
0.65
0.65
0.65
0.65
0.65
0.65
0.66
0.66
0.66
0.67
0.64
0.63
0.62
0.61
0.59
0.57
0.54
0.50
0.45
0.39
0.32
0.20
0.10
0.06
0.02
0.00

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

AXIAL CANDELA DISPLAY

163

81

41

Maximum Candela = 162.67 Located At Horizontal Angle =-3, Vertical Angle = 25.5
H - Horizontal Axial Candela
V - Vertical Axial Candela

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc. page 8
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES FLOOD REPORT
PHOTOMETRIC FILENAME : L052510787.IES

ISOCANDELA CURVES

90

60 ‘\

/

30

~—~—_

Vertical
Angles

o

16.26)/

90 o 30 60 90

Horizontal Angles

Maximum Candela = 162.67 Located At Horizontal Angle =-3, Vertical Angle = 25.5
50% Maximum Candela = 81.335
10% Maximum Candela = 16.267

Photometric Toolbox (R) Copyright 2002-2023 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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